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FOREWORD 


The  standards  herein  published  are  part  of  a  program  to  simplify  and  unify  designs 
of  ship  fittings  for  economical  construction  and  replacements. 

The  frames  of  types  A  and  B  are  interchangeable;  they  are  for  use  in  places  where  the 
ship's  structure  holds  the  glass  on  one  side  and  generally  where  no  bright  metal  finish  is 
required  around  the  glass,  although  type  B,  if  polished,  is  suitable  for  lights  where  bright 
metal  finish  is  wanted  on  one  side.  Type  C  is  designed  for  independent  or  shop  assembly 
and  is  intended  especially  for  places  where  bright  metal  finish  is  desired  around  the  glass 
on  both  sides. 

The  glass  used  in  these  lights  is  separately  covered  by  standard  H  No.  1-1925  as  to 
dimensions  and  by  United  States  specification  No.  123  issued  by  the  Federal  Specifications 
Board  as  to  quality. 

No  pretension  is  made  that  the  designs  hereby  presented  are  superior  to  others  hereto- 
fore provided  by  shipbuilders,  but  their  general  adoption  is  nevertheless  urged  in  the 
interest  of  uniform  practice  and  national  economy  as  rapidly  as  dies  and  patterns  now  in 
use  require  renewal. 

Users  of  these  standards  are  asked  to  cooperate  with  the  American  Marine  Standards 
Committee  by  reporting  any  error  discovered  or  difficulty  encountered  in  their  use  and  to 
submit  suggestions  for  their  improvement,  to  be  considered  when  the  standards  are  brought 
up  for  periodical  review  as  part  of  the  procedure  of  the  A.  M.  S.  C.  to  keep  its  publica- 
tions abreast  of  developments  in  products  and  in  practice. 
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AMERICAN  MARINE  STANDARDS  COMMITTEE  -WASHINGTON^.  C. 


%  Brass  machine  screws- f6thds.  per  inch -American (National)  standard, 
I2reqd  for  S'and  IO't'l€reqd.  for /2?  equally  spaced.    Standard  cap 
screws  and  nuts  may  be  substituted  for  round  head  machine 
screws  if  desired. 

Plate  Structure,  \~& 


Putty 


See  standard  H  no.  I -IS  25  for  recommended  q /ass  sizes. 
®  For  q/ass  of  a  different  thickness  alter  these  dimensions  to  suit. 
All  other  dimensions/ except  as  shown  in  fable)  apply  to  all standard 
sizes,  e; IO"dnd /2': 


O  1 A  M  ETERS      IN     INCHES 

A 

SIZES  OF  LIGHTS 

e 

10 

IZ 

B 

GLASS 

8'/z 

IO'/2 

l2'/z 

C 

PITCH  CIRCLE -FRAME  SCREWS 

lO'/z 

Z2'/Z 

/4'/z 

D 

OUTSIDE  OF  FRAME 

l/'/z 

/3'/z 

/S'/z 

WEIGHTS  IN  POUNDS 

FIXED  LIGHTS -TYPE  A -PRESSED  STEEL  FRAME 

APPROVED  NOVEMBER  14,1925 


AMERICAN  MARINE  STANDARD  Hno.  3-1925 
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AMERICAN!  MARINE  STANDARDS  COMMITTEE -WASHINGTON.  D.C. 


%  Brass  machine  screws  -  IG  thds.  per  inch  -^ m  erica  nfA/atio  ha l)  standard, 
I2reqd,  for  8"and  10"  IG  reod.  for  12"  equally  soaced.    Screws  may  be 
lengthened  to  take  standard  hexagon  nuts  if  desired^.  em  j     ,f/L;s„  ,y 

desired. 


See  standard  HNo.t-l92S  for  recommended  glass  sizes, 

For  gfass  of  a  different  thickness  alter  these  dimensions  to  suit 

All  other  dimensions  {except  as  shown  in  table)  apply  to  all  standard 
sizes,  8,' Wand /2?  ' 


DIAMETERS     IN     INCHES 

A 

SIZES  OF  LIGHTS 

8 

10 

12 

B 

GLASS 

S% 

iO'/2 

I2>2 

C 

PITCH    CIRCLE  -FRAME  SCREWS 

10'/2 

12^2 

14!^ 

D 

OUTSIDE  OF  FRAME 

n'/z 

/3!>2 

/5%> 

WEIGHTS  /At  POUNDS 

FIXED  LIGHTS -TYPE  B-  CAST  BRASS  FRAME 

APPROVED  NOVEMBER  14,1925 

AMERICAN  MARINE  STANDARD  Hno.4-1925  !*?•' 
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AMERICAN  MARINE  STANDARDS  C0MM1TTEE.-WASHINGT0N,P.C. 

fy  Brass  machine  screws -20  thds  per inch -American/National) ^standard, 
I2reqd.  for  8 "<3ndlO",(€reqd.  for  12?  equally  spaced.  L j  3  " 

%  Brass  machine  screws -13  thds.per inch -American      \   j  i    ,«f6   p/  ^ 
(National) standard, /2reqd.  forS'and  IOJ  IGreqd.  for     I  It "as  S 
12', equally  spaced.  .  ,«  ft* f| 

"I      ?    3>?.  l 


Putty 


See  standard  H  No.  I- 1 925  for  recommended  class  sizes. 
For  ylass  of  a  different  thickness  alter  these  dimensions  to  suit 
All  other  dimensions  (except  as  shown  in  table)  apply  to  all  standard 
sizes,  B',' 10  "and 12'.' 


DIAMETERS      IN     INCHES 

A 

SIZES  OF  LIGHTS 

a 

10 

12 

8 

GLASS 

8?2 

IO?j> 

l2'/z 

C 

PITCH  CIRCLE-RETAINING  PING  SCREWS 

9'/a 

i/'/s 

l3'/8 

O 

OUTSIDE  OF  RETAINING  RING 

93/4 

l/3/4 

'33/4 

E 

PITCH  CIRCLE 'FRAME  SCREINS 

IO'/2 

I2'/Z 

I4'/z 

F 

OUTSIDE  OF  FRAME 

li'/z 

l3'/2 

IS'/z 

WEIGHTS  IMPOUNDS 

FIXED  LIGHTS-TYPE C-  CA5T  BRASS  FINISHED  FRAME 

APPROVED  NOVEMBER  14,1925 

AMERICAN  MARINE  STANDARD  Hno.5-1925 
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